
United States Department of the Interior •ËM
BUREAU OF LAND MANAGEMENT • -

VERNAL DISTRICT OFFICE
170 SOUTH 500 EAST IN REPLY REFER TO:

VERNAL, UTAH 84078 3160
UTO8438

March 1, 1991
RECEIVED

MAR0 4 1991

EPS Resources Corporation
5656 South Yosemite, Sui te 460 EPSRESOSCESC VÜÍÑ
Englewood, CO 80111

Re: Well No. 1-8
SESW,Sec. 8, T9S, R24E
Lease No. U-59150
Uintah County, Utah

Gentlemen:

Enclosed are two approved copies of the Appl ication for Permit to Orill for

the above referenced well .

If you have any questions concerning this matter, please contact Sally
Gardiner of this office at (801) 789-1362.

Sincerely,

Howard B. Cleavinge II
Assistant District Manager
for Minerals

Enclosure

MAYO6 1991

DIVISIONOF
OILGAS&



Valley Operating, Inc.
745 Gilpin Street

Office: (303) 355-3242 Fax: (303) 377-9798 Denver, Colorado 80218-3633

May 2, 1991

State of Utah
Division of Oil, Gas and Mining
3 Triad Center, suite 350
Salt Lake City, Utah 84180-1203

ATTN: Prank Matthews

RE: Well No. 1-8
SESW, Sec. 8, T9S,R24E
Lease No. U-59150
Uintah County, Utah

Dear Mr. Matthews:

As per your request, please find enclosed approved copies of the
Application for Permit to Drill for the above referenced well in
the Dirty Devil Unit, Uintah County, Utah.

At this time we have no immediate plans to drill this location.
We will keep you informed of any new developments.

Sinc yy r ,

. Lee Robinson
Vice President

cEnclosure

MAY06 1991

DIVISiONOF
OILGAS&



« Form 3160-3 SUBMIT IN YRIPLICATE* Form apptoved.

(November 1983) (Other instructions on Budget Bureau No. 1004-0136
<<.,..«,.-aste> UNITED STATES =•«•••••6•> E.xpires August at, isas

DEPARTMENT OF THE INTERIOR G. LakWE DESIGNATION AND --RIAL NO.

BUREAU OF LAND MANAGEMENT U-59150

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK S. IF INDIAN, ALLOTTam on TRIBE NA

18. TYPE OF WORK

DRILLG DEEPENO PLUG BACKO 7 own 4.a....a2 na..

b. TYPE OF WELL Ditty Devil Unit
wrLI,r, aAst.L

OTHER NE E
NLTIPLE 8. MM 08 LEAgg NAME

1 . 7 O D L, 05 WII.DCAT ,

4. ArecATr OF WELL ( rt location citarly and in accordance with any State requirements.*)

11. Bac., T., E., M., 05 BLE.

821' FSL 2282' FWL SEl SW) Sec. 8, T9S-R24E, S.L.B. &M. ano suavar on sama

At proposed prod. sone Section 8,
T9S-R24E, S.L.B. & M.

14. DISTANCE IN MILES AND DIRECTION ggOM NBASEgg TOWN OR PÓST OFFICE* 12, COUNTY OB PARISH 18. BTATM

35 Miles SE of Vernal, Utah Uintah Utah
10. DisTANcs rBOM PaoPommo* 16. NO. OF ACRES IN LEAam 17. NO. OW ACRES ASSIGNSO

LOCATION TO NEAREST TO THIS WELL
PROPERTT OB LEASE LINE• "- 821 1600+ 160
(Also to nearest drig. unit line, if any)

18. orsTANem raux raorosso LocAzzoN* 19. ROf0SED DEPTH 20. ROTART OR CABLE TOGI,8

TO NEARBUT WELI., DRELLING. COMPLETED,
on muun ro.. on zum r...... rr. 1 Mile 8000 ' måg Rotary

21. mzavarrows (Show whether DF. RT. GR, etc.) 22. Arrnox. narm woar wxr.r. aranz•

GR 5098' (Upgraded) 5112' KB Estimated Upon Receipt of Approval

28. PROPOSED CASING AND CEMENTING PROGRAM

SIES OF HOLE SIZE OF CABING WBIORT PER 9002 SETTING DEPTH QUANTETT OF CSMENT

17-4" 13-3/8" 48.0# 150' 200 SX
12-t" 9-5/8" 36.0# 2800' 300 SX

7-7/8" 4-1/2" 11.6# 8000' As needed to protect all
productive zones

Operator proposes to drill a Mesaverde Test estimated to 8000'. Intermediate
casing will be run and cemented to protect the oil shale section of the Green River

Formation. All water flows and significant hydrocarbon shows will be reported. The
well will be drilled according to the attached program. Adequate BOP equipment will
be maintained at all times. If commercial production is encountered, production
casing will be run and cemented adequately to protect the zones of interest. No
abnormal pressures or temperatures are anticipated and drilling operations will
continue for 16 days upon commencement. The anticipated bottom hole ute
(static) will be approximately 2000 psi.

IN ABOVE SPAcm DEscataE PROP0ssD PROGRAM : If þroposal is to deepen or p111g back, give data on present productive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, it -

SIGNED TITLE

(This space for Fe eral or State oßfee use) Olt. GAS ND MI N '

PERMIT No r AP E

MMAGER$1
APPROVED RV TITLE T

CONDITIONS OF APPROVAL. ANY: WhLL WAbli •

TICEOFAPPROVÆ cCNDITIONSOF APPAOVAI.ATTACIED
o -

To oPauroiracopy*SeeInstructionsOn ReverseSide
r:.a 10 vt er -..,s- inni -etene u = erome for anv nerson knowinwiv and willfully to make to any departrient or agency of
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CONDITIONSOF APPROVAL
FORAPPIKATIWTOTPWlHTTODRILL

Company/Operator: EPS Resources Corp.

Well Name& Number: Dirty Devil 1-8

Lease Number: U-59150

Location: SESWSec.8, T.9S., R.24E.

Surface Ownership: BLM

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to
construction of location and access roads,

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - at least twenty-four (24) hours prior to running
Cementing casing and cementing all casing strings.

80P and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use



CONDITIONSOF APPROVALFORNOTICE TO DRILL

CompanyEPS Resources Corporation Well No. Dirty Devil 1-8

Location SE/SW, Section 8, T9S., R24E. Lease No. 0-59150

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100), Onshore
Oil and Gas Orders, and the approved plan of operations. The operator is
fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed
and/or whenwell is being drilled. Contact the appropriate Surface Management
Agency for information.

A. DRILLINGPROGRAN

1. Estimated Depth at Which 011, Gas, Water, or Other Mineral Bearing
lones are Expected to be Encountered

Report ALLwater shows and water-bearing sands to Tim Ingwell of
this office. Copies of State of Utah form OSC-8-X are acceptable.
If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described
by BLMat onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

The 80P and related equipment shall meet the minimumrequirements
of onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., and individual components shall be
operable as designed.

The Vernal District Office shall be notified, at least twenty-four
(24) hours prior to initiating pressure tests, in order to have a
BLMrepresentative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimumof one centralizer per
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Usable water maybe encountered fromthe surface to + 1,160 ft in the
Uinta Formation and + 1,160 - 2,100 ft in the Greei River
Formation. The Mahögany Oil Shale and the L1 Oil Shale have been
identified from + 2,010 - 2,140 ft and + 2,200 - 2,300 ft,
respectively. ATso, gilsonite may be encountered in the shallow
subsurface. Therefore, as a minimum, the resources shall be
isolated and/or protected via the cementing program by cementing
the intermediate casing to surface and by having a cement top for
the production casing at least 200 ft above the shallowest
potential productive interval.

The Vernal District Office shall be notified at least twenty-four
(24) «hours prior to the running and cementing of all casing
strings, in order to have a BLMrepresentative on location while
running and cementing all casing strings.

4. MudProgram and Circulating Medium

Hazardous substances specifically listed by the EPAas a hazardous
waste or demonstrating a characteristic of a hazardous waste will
not be used in drilling, testing, or completion operations.

No chromateadditives will be used in the mud system on Federal and
Indian lands without prior BLMapproval to ensure adequate
protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplishedduring daylight
hours, unless specific approval to start during other hours is
obtained from the Authorized Officer. However, DSTs may be allowed
to continue at night if the test was initiated during daylight
hours and the rate of flow is stabilized and if adequate lighting
is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but
tripping should not begin before daylight unless prior approval is
obtained from the Authorized Officer (AO).

A cement bond log (CBL) shall be utilized to determine the i J) of
cement (TOC) for the production casing.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description,
and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed
with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the A0
will be obtained and notification given before resumption of
operations.

The Vernal District Office shall be notified during regular work
hours (7:45 a.m. - 4:30 p.m., Monday through Friday, except
holidays), at least twenty-four (24) hours PRIORto spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR
216.5 using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in
accordance with the requirements of NTL-3Aor its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approvedplan
are applicable during all operations conducted with the replacement
rig.

The date on which production is commencedor resumed will be
construed for oil wells as the date on which liquid hydrocarbons
are first sold or shipped from a temporary storage facility, such
as a test tank, and for which a run ticket is required to be
generated or the date on which liquid h.ydrocarbons are first
produced into a permanent storage facility, whichever first occurs;
and, for gas wells, as the date on which associated liquid
hydrocarbons are first sold or shipped from a temporary storage
facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is first
measured through permanent metering facilities, whichever first
OCCUrs.

Should the well be successfully completed for production, the A0
will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written
communication, not later than five (5) days following the date on
which the well is placed on production.

Gas produced from this well may not be vented or flared beyond an
initial authorized test period of thirty (30) days or 50 PUEF
following its completion, whichever occurs first, without the prior
written approval of the AO. Should gas be vented or flared



approval beyond the authorized test period, the operator may be
directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted
and the operator shall be required to compensate the lessor for
that portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

A schematic facilities diagram, as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4, shall be submitted to the appropriate
District Office within thirty (30) days of installation or first
production, whichever occurs first. All site security regulations,
as specified in Onshore 011 and Gas Order No. 3, shall be adhered
to. All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed in accordance with 43 CFR3162.7-4.

No well abandonmentoperations will be commencedwithout the prior
approval of the AO. In the case of newly drilled dr.y holes or
failures, and in emergency situations, oral approval will be
obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the A0 within thirty (30) days following
completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface
restoration. Final abandonmentwill not be approved until the
surface reclamation workrequired by the approved APDor approved
abandonment notice has been completed to the satisfaction of the A0
or his/her representative or the appropriate Surface Managing
Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the
tank battery.

All off-lease storage, off-lease measurement, or commingling
onlease or off-1ease will have prior written approval from the A0.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried or anchored down from
the wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter
installations and at least quarterly thereafter. The A0 will be
provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore
Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas
Order No. 5 for natural gas



The use of materials under BLMjurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe drilling
and operating practices must be observed. All wells, whether
drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in
accordance with 43 CFR3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the
operating regulations at Title 43 CFR 3162.4-1(c), requires that
"not later than the 6th business day after any well begins
production on which royalty is due anywhere on a lease site or
allocated to a lease site, or resumes production in the case of a
well which has been off production for more than 90 days, the
operator shall notify the authorized officer b.y letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."

If you fail to complywith this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000
per violation for each day such violation continues, not to exceed
a maximumof 20 days. See Section 109(c)(3) of the Federal 011 and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR 3162.4-1(b)(5)(ii),

APDapproval is valid for a period of one (1) year from the
signature date. An extension period may be granted, if requested,
prior to the expiration of the original approval period.

In the event after-hours approvals are necessar.y, please contact
one of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAXMachine (801)
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' EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

hile the following wastes are nonexempt, they are not necessarily hazardous:

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

011 and gas service companywastes such as empty drums, drum rinsate,
vacuumtruck rinsate, sandblast media, painting wastes, spend solvents,
spilled chemicals, and waste acids.

Vacuumtruck and drum rinsate from trucks and drums, transporting or
containing nonexempt wastes.

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Naste compressor oil, filters, and blowdown

Used h.ydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation, and miscellaneous
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B. SURFACEUSEPROGRAM:

1. Existing Roads

All travel will be confined to existing access road rights-of-way.

Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for Oil and Gas
Exploration and Development, (1989).

2. Location of Existing and/or Proposed Facilities

411 permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be painted
a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the Rocky Mountain
Five State Interagency Committee. All facilities will be painted
with-in 6 months of installation. Facilities required to comply
with 0.S.H.A. (Occupational Safety and Health Act) will be excluded.

The required paint color is Desert Brown.

If at any time the facilities located on public land and
authorized by the tenus of the lease are no longer included in
the lease (due to a contraction in the unit or other lease or
unit boundary change), BLMwill process a change in
authorization to the appropriate statute. The authorization
will be subject to appropriate rental or other financial
obligation as determined by the authorized officer.

3. Nethods for Handling Waste Disposal

On BLMadministered lands:

The reserve pit shall be constructed so as not to leak, break, or
allow discharge,

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-28, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

4. Nell Site Layout

Fencing Requirements

All pits will be fenced according to the following minimum
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a. 39-inch net wire shall be used with at least one strand of
barbed wire on top of the net wire (barbed wire is not
necessary if pipe or some type of reinforcement rod is
attached to the top of the entire fence),

b. The net wire shall be no more than 2-inches above the ground.
The barbed wire shall be 3-inches above the net wire. Total
height of the fence shall be at least 42-inches.

c. Corner posts shall be cemented and/or braced in such a manner
to keep the fence tight at all times.

d. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximum distance between any two posts shall
be no greater than 16 feet,

e. All wire shall be stretched, by using a stretching device,
before it is attached t the corner posts.

The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig moves off the
location. Pits will be fenced and maintained until clean-up.

5. Plans for Restoration of Surface

a. Producing Location

Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production.

Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with 43 CFR 3162.7-1.

If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within ninety (90) days from the date of well completion. Before
an.ydirt work takes place, the reserve pit must be completely dry
and all cans, barrels, pipe, etc., will be removed.

Contact appropriate surface managementagency for required seed
mixture.

b. Dry Hole/Abandoned Location

At such time as the well is plugged and abandoned, the operator
shall submit a subsequent report of abandonmentand SLM will attach
the appropriate surface rehabilitation conditions of approval.
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6. Other Additional Information

a. The operator is responsible for-informing all persons in the
area who are associated with this project that they will be
subject to prosecution for knowingly disturbing historic or
archaeological sites, or for collecting artifacts. If
historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that
might further disturb such materials, and contact the
authorized officer (AO). Within five working days the A0 will
inform the operator as to:

-whether the waterials appear eligible for the National
Register of Historic Places;

-the mitigation measures the operator will likely have to
undertake before the site can be used (assuming in situ
preservation is not necessary); and

-a time frame for the A0 to complete an expedited review under
36 CFR800.11 to confirm, through the State Historic
Preservation Officer, that the findings of the A0 are correct
and that mitigation is appropriate.

If the operator wishes, at any time, to relocate activities to
avoid the expense of mitigation and/or the delays associated
with this process, the A0 will assume responsibility for
whatever recordation and stabilization of the exposed
materials may be required. Otherwise, the operator will be
responsible for mitigation costs. The A0 will provide
technical and procedural guidelines for the conduct of
mitigation. Upon verification from the A0 that required
mitigation has been completed, the operator will then be
allowed to resume construction,

b. The operator will control noxious weeds along rights-of-way
for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds may be obtained from the
BLM, or the appropriate County Extension Office. On BLM
administered land it is required that a Pesticide Use Proposal
shall be submitted, and given approval, prior to the
application of herbicides or other pesticides or possible
hazardous chemicals.

c. Drilling rigs and/or equipment used during drilling operations
on this wellsite will not be stacked or stored on Federal
Lands after the conclusion of drilling operations or at any
other time without BLMauthorization. However, if BLM
authorization is obtained, it is only a temporary measure to
allow time to makearrangements for permanent storage on
commercial facilities. (The BLMdoes not seek to compete with
private industry. There are commercial facilities available
for stacking and storing drilling



Additional Surface Stipulations

No construction or drilling activities shall be conducted between
May 15, and June 20, because the well is within a crucial antelope
kidding



COMPANY WELL NAME AND MUMBER

Dirty Devil, L.P. Dirty Devil Unit - #1-8
LOCATION

SEk SWh Section 8, T9S-R24E, S.L.B. & M. Uintah County, Utah

O Manual

O Hydraulic

o o O Sour trim

a.o.ePi pe nom. '. 3000 w.e
tes..reuma o e.o.R Bl i ndsoms.1L"= . 3000 w.R

(Pipe/Bifad)

Hyd.Valvel"_ 3000 W.R

checkvolve 2 " 3000 w.a rnin rrn n, A
vetva 2" 3000 w.a voiv._L_" 3000 w.a

c. " 300

MA ODL E

KILL LINE MANIFOLD
spool1.û_: 3000 W.8 trn rr, n-a rrn

At WAtw/Av' Ground Level ----·/
AWAtwAw/ Atw>w/A WANVAwm vsw/A v^ wwwmmmvAuw

tu u-a u..u
WELLHEAD 3000 *w.P.

Fill blanks with aopilaable information. If not applicable. enter "N.A." or cross-out item shown. Enter other pertinent
information



WELL PROGNOSIS

WELL: DIRTY DEVIL UNIT - #1-8

LOCATION: SE4 SW4 Section 8, T9S-R24E, S.L.B.&M

DRILLING CONTRACTOR: To be selebted.

ELEVATION: GR-5098' (ungraded) 5112' KB estimated

FORMATION TOPS: Formation Depth Datum
Green River

Parachute Creek 1388' +3710
H-Marker 2868' +2230

Wasatch 4213' + 885
Mesaverde 6048' - 950
Total Depth 8000' -2902

SAMPLE COLLECTION: Collect cutting samples at ten (10) foot intervals from
under surface to total depth. Samples will be collected by drilling crews
for the wellsite geologist. Frequency of sample collection may be changed
at the wellsite geologist's discretion.

ELECTRICAL
SURVEYS: The following logging program will be followed:

2800 - 8500' 7-7/8" hole below 9-5/8" casing. Dual Laterolog
Formation Density Compensated, compensated Neutron Log,
GR, SP, and CAL.

MUD LOGGING AND
DRILLING TIME: A portable mud logging unit will be operated by wellsite
geologist from below surface casing to total depth. A geolograph will be in
service from surface casing to total depth.

DRILLSTEM TESTING: No drillstem testing is anticipated.

CORING: No coring operations are



PLAN OF DEVELOPMENT
DRILLING PROGNOSIS

DIRTY DEVIL UNIT:

1) Move in air precussion rig and drill 17-1/2" hole to 150'. Set and
cement 13-3/8", 48.0#, H-40 casing to surface with approximately 200
sacks cement.

2) Move in rotary drilling rig and equipment. Cut off 13-3/8" casing
and install 3000# casing flange. Install BoP equipment per BOP
and Pressure Containment Data. Pressure test BOP's, manifold and
all valves to 2500 psi and annular preventer to 2000 psi prior to
drilling casing shoe. Drill 12-1/4" hole to 2800' (+). Prepare
hole for intermediate casing.

3) Set and cement 9-5/8", 36.0#, K-55 intermediate casing sufficiently to
protect any water, oil, gas or other mineral-bearing formations. WOC.

4) Land casing and install intermediate spool. Install BOP equipment and
retest prior to drilling casing shoe.

5) Drill 7-7/8" hole to total depth. Perform drill-stem testing as
warranted. Conduct electric logging and prepare hole for production
casing.

6) Run 4-1/2" or 5-1/2", 11.6#, N-80 or K-55 production casing and cement
as necessary across potential zones. The length of the cement column
will be determined after the logs have been evaluated.

7) Release rotary drilling rig and determine completion procedure.

Special Instructions:

1) Run deviation surveys at regular intervals and in conjunction with bit
trips.

2) Utilize a degasser and necessary solids control equipment.

3) Avoid surging hole on trips and fill hole properly when pulling pipe.

4) All crew members should be familiar with BOP operations. Functional
test pipe rams daily and closed blind rams each trip out of the hole.

5) Drilling crews should observe to detect either decrease or increase in
fluid level.

6) A regular daily mud check should be made by mud engineer.

7) Drill stem testing will be determined by the wellsite



DRILLING FLUID
PROGRAM•

Interval Mud Weight Viscosity Fluid LOSS

(Feet) (1bs/gal) (secs/qt) (cc's/30 min)

0 - 150' -------------AIR-------------

Set 13-3/8" casing at 150'.

150 - 2800' 8.4 - 8.8 27 - 29 No Control

Drill out below surface casing with water. Use gel and lime in the
event additional viscosity is required for hole cleaning. If swelling
shales are encountered, the drilling fluid salinity should be

increased to about 40,000 ppmm Na Cl. The salty water will improve
hole stability by minimizing the swelling shale tendencies and will
allow cuttings to settle out rapidly. Utilize available solids
control equipment and circulate the reserve pit if possible.
Occasional sweeps of pre-hydrated bentonite may be necessary to insure
adequate hole cleaning while drilling this interval and the use of
conventional lost circulation materials should control minor losses in
this section of the hole. If severe losses are encountered, they
should be combatted, if possible, with pill treatments rather than by

maintaining lost circulation materials in the system continuously.
Lost circulation which cannot readily be controlled by conventional
means may justify using cement plugs.

Set 9-5/8" intermediate casing at 2800'.

2800 - 6000' 8.6 - 9.0 27 - 34 No Control

Drill out below intermediate casing with 3% KCL water. Maintain
minimum viscosities and solids by dumping and cleaning mud tanks
frequently and utilizing available solids control equipment to prevent
recirculating drilled solids. The use of a flocculent will improve
the settling of drîlled solids. Occasional sweeps of pre-hydrated

bentonite, salt gel or asbestos fiber should be used as necessary to
clean hole if tight connections are experienced or excessive fill is
encountered.

6000 - TD 8.9 - 9.6 32 - 36 12 cc's or less

As it becomes necessary, or at approximately 6000' mud ùþ by using
additions of salt gel, caustic soda, starch and a preservative.
Additions of lignosulfonate should be used to obtain needed mud flow
properties. Drilling fluid salinity can be adjusted as necessary to
increase mud weight without adding additional solids to the system.
Seepage and slight lost circulation may occur as the mud weight is
increased. Treatments with conventional lost circulation materials
may be required to minimize downhold mud losses. Fine mica



recommended for use to correct minor losses. Wellsite interpretation
of hole conditions will aid in determining the fluid properties
necessary to ensure satisfactory operations.

Set 4-1/2" or 5-1/2" production casing at



CASING
PROGRAM: Size,Wt. & Grade Setting Depth Hole Size Cement Require.

13/3/8", 48.0#, H40 New 150' 17-1/2" Approximately
200 sacks Class
G w/3% Calcium
Chloride.

9-5/8", 36.0#, K55 New 2800' 12-1/4" Approximately
300 sacks to be
verified after
caliper log is
run.

4-1/2", 11.6#, N80 New 7100' 7-7/8" Amount will be
or determined

5-1/2" after logs are
run. Use
regulated
fillup and
Class "G" type
cements.

PRESSURE CONTROL
EQUIPMENT AND
SPECIFICATIONS:

Adequate BOP equipment will be maintained as indicated in the attached
Pressure Control Specifications. In addition, the BOP equipment will
be well-braced with hand controls extending clear of the drilling rig
substructure. The accumulator equipment will provide closing pressure
in excess of that required with sufficient volume to operate all
components. All BOP equipment, auxilîary equipment, standpipe, valves
and rotary hose will be tested as per test schedule or to the rated
pressure of the equipment at the time of installation. Modification
of the pressure control equipment or testing procedure will be
approved in writing on tour sheets by the wellsite



Personnel & Mailing Information:

EPS Resources Company
5655 S. Yosemite
Suite 460
Englewood, Colorado 80111
Office (303)721-7920

Jack Mercer
P. O. Box 205
Vernal, Utah 84078
Mobile Phone (801)789-6241

Home (801)789-1842

Notification of Shows, DST's and Unusual Problems:

Jack Mercer Mobile: (801)789-6241 Home: (801)789-1842

Edward Neibauer Office: (303)721-7920 (303)337-1153

Distribution of Information:

EPS Resources Company
5655 s. Yosemite
Suite 460
Englewood, Colorado 80111
Attn: Edward Neibauer

State of Utah
Natural Resources
Oil, Gas and Mining
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203
Attn: Chief Petroleum Engineer

Bureau of Land Management
U. S. Dept. of the Interior
170 South 500 East
Vernal, Utah 84078

Division of State Lands and Forestry
355 W. North Temple St. #400
Salt Lake City, Utah



DIRTY DEVIL, L.P.

13 Point Surface Use Plan

for

Well Location

#1-8
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Section 8, T9S-R24E, S.L.B.& M.

Uintah County,



O %
DIRTY DEVII., L. P.

Section 8, T9S-R24E, s.L.B. & M.

1. EXISTING ROADS

See attached Topographic Map "A", to reach the Dirty Devil Unit well
location, located in Section 8, T9-R24E, S.L.B. & M., from Vernal, Utah.

Proceed East out of Vernal, Utah along U.S. Highway 40, 24 miles to the
junction of this highway and Utah State Highway 45 to the South; proceed
South along this road 22 miles to Bonanza, Utah and the junction of this
road and a gravel surface road to the West; proceed Westerly along this road
4.6 miles to the junction of this road and the proposed access road to be
discussed in Item #2.

There is no construction antîcipated on any of the above described road.
It will meet the standards necessary, for the hauling of equipment during
the drilling and production of this well.

2. PI.ANNED ACCESS ROAD

See Topographic Map "B" for the proposed access road.

In order to facilitate the anticipated traffic flow necessary to drill
and produce this well, the following standards wîll be met:

A. This proposed access road will be an 18' crown road (9' either
side of the center-line) with drain ditches along either side of the
proposed road where it is determined necessary in order to handle any run-

off from any normal meterological conditions that are prevalent to this
area.

B. Back slopes along the cut areas of the road will be 1 1/2 to 1
slopes and terraced.

C. The road will be center-line flagged prior to the commencement of
construction.

D. The grade of this road will vary from flat to 8%, but will not
exceed this amount. Thîs road will be constructed from natîve borrow
accumulated during construction.

E. No major cuts, fills or culverts are necessary for construction
on the proposed access road.

F. Any fences that are encountered along this access road will be
cut and replaced with a cattleguard with a minimum width of 18' and a
loading factor large enough to facilitate the heavy trucks required in the
drilling and production of this well.

G. If cattleguards are to be located at existing gates they will be
installed with the above requirements and with a new gate installed at one
end of the



(Iþ, . (Ib,
B, The access from the road to the gate will be of such a nature

that there will be no impedance of traffic flow along the main access road
and no difficulties encountered by traffic utilizing the gate eîther leaving
or entering the proposed access road.

3. I.OCATION OP EKISTING WELLS

As shown on Topographic Map *B", the other known wells within a one mile
radius are identified as follows:

(1) Water Wells - None
(2) Abandoned Wells - 1 (one), PTS #11-20, NWNW, Section 20, T9S-R24E,

S.L.B. & M.
(3) Temporarily abandoned wells - None
(4) Disposal Wells - None
(5) Drilling Wells - None
(6) Producing Wells - 2 (two), Dirty Devil Unit (DDU) #1-18, NWNE,

Section 18, T9S-R24E, S.L.B. & M., and the DDU #41-9, NENE, Section

9, T9S-R24E, S.L.B. & M.
(7) Shut in Wells - DDU #23-17, NESW, Section 17, T9S-R24E S.L.B. & M.,

and DDU #31-15A, NWNE, Section 15, T9S-R24E S.L.B. & M.

(8) Injection Wells - None
(9) Monitoring or observation wells for other purposes - None

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES AND PRODUCTION

GATHERING LINES AND SERVICE LINES

All petroleum production facilities are to be contained within the
proposed location site.

In the event production is established:
(1) Any plans for a gas flow line from this location to existing

gathering lines or a main production line will be submitted to the
appropriate agencies for approval.

(2) All production facilities will be located on the existing pad.

(3) Construction materials will be native borrow or cut exposed on

the site, and will be consistent with accepted oil field standards and good

engineering practices.
(4) As described in Item 7, the reserve pit will be fenced on three

sides during drilling and completion operations and will be rehabilitated to
conform with the provisions of plans for surface restorations. In the event
a disposal pit is required for producing this well, it will be completely

fenced to protect livestock and wildlîfe.

5. LOCATION OF.AND TYPE OF WATER SUPPLY

A. Water required for drilling operations will be transported by truck
over the existing and proposed access roads from Bonanza, Utah. No

additional roads or pipelines will be required.

B. No water well will be drilled on the location site or



6 . SOURCE OP CONSTRUCTION MATERIALS

Construction materials will be obtained from Federal lands.

The proposed access road under Item 2 will be crossing Federal lands.

7. METHODS FOR BANDI.ING WASTE DISPOSAI.

See Location Layout Sheet.

A reserve pit will be constructed.

A. The reserve pit will be approximately 8' deep and at lease one half

of this depth shall be below the surface of the existing ground.

B. One half of the reserve pit will be used as a fresh water storage

area during the drilling of this well and the other one half will be used to

store non-flammable materials such as cuttings, salts, drilling fluids,

chemicals, produced fluids, etc.

C. If deemed necessary by the agencies concerned, to prevent

contamination to surrounding areas, the reserve pits will be lined with a

gel.

D. The pits will have overhead flagging installed if deemed necessary

to protect the water fowl, wildlife, and domestic animals.

E. At the onset of drilling this reserve pit will be fenced on three

sides and at the time the drilling activities are completed, it will be

fenced on the fourth side and allowed to dry completely prior to the time

that backfilling and reclamation activities are attempted.

F. When the reserve pit dries and the reclamation activities commence,

the pits will be covered with a minimum of four feet of soil and all

requirements in Item #10 will be followed.

G. Garbage and other waste materials will be contained in an enclosed

wire mesh trash bin on the location and hauled to the nearest sanitary fill

as necessary.

H. A portable chemical toilet will be supp1îed for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and

none foreseen in the near future.

9. WELL SITE LAYOUT

See Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction

begins on the proposed location



As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surroundîng
area• then the pits will be lined with a gel and any other type material
necessary to make ît safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PI,ANS FOR RESTORATION OP SURFACE

As there is some topsoil on the location site, all topsoil shall be
strîpped and stockpiled. See Location Layout Sheet and Item #9. When all
drilling production activitîes have been completed, the location site and
access road will be reshaped to the original contour and stockpiled topsoil
spread over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences around
pits are to be removed upon completion of drilling activities and all waste

being contained in the trash pit shall be buried with a minimum of S' of
cover.

As mentioned in Item #7, the reserve pit will be completely fenced and
wired and overhead wire and flagging installed, if there is oî1 in the pits,
and then allowed to completely dry before covering.

Any appreciable amount of oîl will be removed from the reserve pit prior

to restoration activities.

Restoration activities shall begin within 90 days after completion of
the well. Once completîon activities have begun, they shall be completed

within 30 days.

-90Man restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the B.L.M.

District Manager when the moisture content of the soil is adequate for
germination. The Lessee further covenants and agrees that all of said
cleanup and restoration activities shall be done and performed in a diligent

and most workmanlike manner and in strict conformity with the above
mentioned Item #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area (See Topographic Map "A")

The area is a basin formed by the Blue Mountain Plateau and Green Rîver

to the North and the White River and Roan Plateau to the South.

The basin floor is interlaced with numerous canyons and ridges formed by

the non-perennial streams of the area. The sides of these canyons are steep
and ledges formed in sandstones, conglomerates, and shale deposits are

extremely common to this



The surface area is used primarîly for grazing domestic sheep and
cattle.

The geologic structures of the area that are visible are of the Gintah
Formation (Eocene Epoch) Tertiary Period in the upper elevation and the
cobblestone and younger Alluvial deposits from the Quaternary Period.

Outcrops of sandstone ledges conglomerate deposits and shale are common
in thîs area.

The topsoil in the area range from a lîqht brownish-gray sandy clay (SM-

ML) type soil poorly graded gravels to a clayey (OL) type soil.

The majority of the numerous washes and streams in the area are of a
non-perennial nature flowing during the early spring run-off and extremely
heavy rain storms of long duration which are extremely rare as the normal
annual rainfall in the area is only 8".

The White River to the South of this location is the only perennial
stream that is affected by this location site.

Due to the low precipitation average, climatic condîtions and the
marginal types of soils, the vegetation that is found in the area is common
of the semi-arid region we are located in. It consists of areas of
sagebrush, rabbitbrush, some grasses and cacti as the primary flora. This

is also true for the lower elevations.

The fauna of the area consists predominantly of the mule deer, coyotes,
rabbits and varieties of small ground squirrels and other types of rodents.
The area is used by man for the primary purpose of grazing domestic sheep
and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area (Tooographic Mao "B")

The location is on top of a small ridge which slopes to the Northeast.

The majority of the drainages in the area around this location run in a
Northerly direction into Coyote Wash which is a tributary to the White

River, and are non-perennial streams.

The terrain in the vicinity of the location slopes to the Northwest from
the top of a small ridge through the location site at approximately a 2%
grade înto a small wash to the North.

The vegetation in the immediate area surrounding the location site is
predominantly sagebrush and grasses. There are no occupied dwellings or
other facilities of this nature in the general area. There are no visible
archaeological, historical, or cultural sites within any reasonable
proximity of the proposed location site. (See Topographic Map "B").



12. I.ESSEE'S OR OPERATOR'S REPRESENTATIVE

Jack Mercer
P. O. Box 205
Vernal, Utah 84078

(Home) 801-789-1842
(Mobile) 801-789-6241

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have

inspected the proposed drill site and access route; that I am famîlîar with

the conditions which presently exist; that the statements made in this plan

are, to the best of my knowledge and belief, true and correct; that the work

associated with the operations proposed herein will be performed by Dirty

Devil, L.P. and its contractors and sub-contractors in conformity with this

plan and terms and conditions under which it is approved.

DIRTY DEVIL, L.P.
c/o EPs Resources Company

Edward Neib ur Date / '

Petroleum



ARCHEOLOGICAL- ENVlRONMENTAL
RESEARCHCORPORATION

P.O. Box 853 Bountiful. Utah 84010
Tel:(801) 292-7061, 292-9668

January 16, 1986

Subject: CULTURAL RESOURCE EIANIIATION OF FOUR
PROPOSED VELL LOCATIONS II THE BONANZA
LOCALITY OF BINTAE COUNTY, UTAE

Project: EPS Resources Corporation - Dirty Devil Units
No. 1-4, 1-5, 1-8 and 1-9

Project No.: EPSR-87-1

Permit No.: Utah Stàte Number U-87-AF-Ab
Dept. of Interior'Ut-86-54937

To: * EPS Resources Corporation, 10200 E. Girard Ave.,
Bldg. 8, suite 225, Denver, colorado 80231

District Manager, Bureau of Land Management, 170
South 500 East, Vernal, Utah 84078

Info: Mr. James Dykman, Preservation Section, Division
of State History, 300 Rio Grande, Salt Lake City, Utah
84101

Mr. Rich Fike, BLM State Archeologist, Bureau of
Land Management, CFS Financial Center Bldg., 324 South
State, Salt Lake City, Utah



Bureau of Land Ma --ement i 1 10

Utah State 0 a | Report Accep e Yes
__

No
(AERC FORMA ,

Mitigation Acceptable Yes No
Summary Report of Comments:

InspectÀon for Cultural Resources
i

B 0 N A NZ A L 0 C A L I T I VELL UN I TS
1. Report Title . . . . . . . . . . . . . . . . . . . . . . . . . . . .

11 EPS Resources Units: Dirty Devil Nos. 1-4, 1-5,
2. Development Company ___1-8 and 1-9

0 1 1 9 1 9 8 7 86-UT-54937

3. Report Date . . ._______. . . . . 4. Antiquities Permit No.
41 42 43 46

A ERC EPSR - 8 7 - 1 UINTAE
5. Responsible Institution . . . . . . . . . . . . . . . . County

47 61
6. Fieldwork O 9 8 2 4 E O 8 0 9

Location: TWN . . . . . RNG . . . . . Section. . .i. . . . . .|. . .

62 65 66 69 70 71 72 73 74 75 76 77
7. Resource 1 0 S 2 4 E O 4 0 5

Area TwN . . . . . RNG . . . . . Section. . .i. . .i. . .i. . .

.B.C. 78 81 82 85 86 87 88 89 90 91 92 93 '

110 111 TWN . . . . , RNG . . . . . Section. . .|. . ,|. . .i. . .

94_____97_ ___98____101________.102 _104___106 __108

8. Description of Examination Procedures:
The archeologist, F.R. Hauck, walked a series of 15 to 20 meter wide

transects within three of the four proposed well locations (1-4, 1-8 and
1-9). Unit 1-5 was not examin'ed since it was situated in a 80 acre sample
unit which had previously been intensively evaluated. A ten aore parcel was
examined at Units 1-8 and 1-9 since the on-site inspection has not been
held. Ealf of Unit 1-4 had previonaly been examined within an 80 acre
sample area. For this reason, only the eastern half of this well location
was evaluated during the current survey. Ten meter vide transects flankin5
the center line of the staked access.roada were also examined...continued

1 . 7 5 I
9. Linear Miles Surveyed . . . . . . . 10. Inventory Type . .

and/or 112 117 130
Definable Acres Surveyed . . . . . . . R = Reconnaissance

and/or 118 123 I = Intensive
Legally Undefinable 2 3 S = Statistical Sample

Acres Surveyed . . . . . . .

11. Description of Findings: - 12. Number
No cultural sites of any historie Sites Found .0. . . . .

or prehistoric period were found during (No sites = 0) 131 135
the evaluations at these locations. 13. Collection: .N.

Y = Yes, N = No)__ 136
14. Actual/Potential National Register Properties Affected:

The National Register of Historic Places (NRRP) has been consulted and
no registered properties will be affected by the proposed developments.

15. Literature Search, Location/ Date: Utah SEPO - 1-87
Vernal District BLM Office_- 1-8-87

16. Conclusion/ Recommendations:
AERC recommenda that a cultural resource clearance be granted to

EPS Resources Corporation based upon adherence to the following
stipulations: (see reverse)

17. Signature of Administrator & Field Administrator
& Field Supervisor

Field
UT 8100-3



8. continued:
Trojects conducted in the cperational area include the Seep

Eidge Sampling study reported in 1961 by Larrald and Chandler, and
several studies conducted by Nickens & Associates on the Econ Lake
Project, i.e.,"Inown Cultural Resource Data Compilations for the
Proposed Transmission Line Corridor for the Moon Lake Froject" dated
1979, and the companion work "Archaeological Investigation of the Coal
Development Areas and Coal Transportation Corridor for the Moon Lake
Project, Rio Blanco County, Colorado and Uintah County, Utah".

16. continued:
1. All vehicular traffic, personnel movement, and construction should

be confined to the locations examined as referenced in this report, and to
the existing roadways and/or evaluated access routes.

2. All personnel should refrain 'from collecting artifacts and from
disturbing any cultural resources in the area.

3. The authorized official should be consulted should cultural remains
from subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the construction
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Form 3160-3 BUBRIT I.ICATE* Form approved.
(November 1983) (Other i tions on Budget Bureau No. 1004-0136

,
Gom•rgy 9-331e> WNITED STATES reve de) Expires August 31, 1985

* DEPARTMENTOF THE INTERIOR a. r....E DBBIGNATION AND SURIAL NO.

BUREAU OF LANDMANAGEMENT U-59150

APPLICATIONFOR PERMITTO DRILL,DEEPENþR PLUGBACK O.!WINDIAN.At.I.0TTERORTRIBUNAM

la. TYPE OF WORK

DRILLŒ DEEPENO PLUGBACKO Î. UNIT AGMMMOT NAME

b. Tresorwar.r. Dirty Devil Unit
°.'..... O °'.".... Ð .... ".X" O ".J.LTIPW S. PRM OR I.BMW NAME

2. NAME 07 OPERATDR Federal
EPS RESOURCESCORPORATION e. war.» no.

a. aan....or or.anon (303) 721-7920 1-8
5655 S. Yosemite, suite 460, Englewood, Colorgdo 80111 ao. wasonno room, on war.ncar

4. meaTsom or wat.L (Esport location clearly and in secordance with any State requirements.•) BOû&R28
At surface 11. asc., 9., a., x., on max.
821' FSL 2282' FWL SE¼ SWi Sec. 8, T9S-R24E, S.L.B. &M. an ansvar en nas
At proposed prog, some Section 8,

T9S-R24E, S.L.B. & M.
14. DzsTAxca IN MII.as AND otamerlex raox MaassT Town om PoaT Orrica* 12. COUNTT 05 PARIsa 18, erara

35 Miles SE of Vernal, Utah Uintah Utah
14. Otswaxes WBOM PROPusan* 16. No. or acame IN Laans IT. No, i r Acana Aaszoman

theaTION to xxhamat to e txe Wat.r.
PROPERTY 08 LBABB I.INB• 821 1600+ 160
(Also to nearest drig. unit line, if any)

18. DiaTAnca 750- PROPosso LOCATIolt* 19. PaoPosso naPTH 20, pogART 08 CABLE TOOLE
TO NBASENT WELL, DRILLING. COMPLETED, yon arru.» ren, ON THIS ISAsa, rr. 1 Mile 8000 Rotary

n. usavarsons (showwa.ther or, ar, on. es..) as. arraos. nawa wenn wn.r. armar•

GR 5098' (Upgraded) 5112' KB Estimated Upon Receipt of Approval
23.

PROPOSED CASDIO AND CEMENTINQ PROGRAM

BIES OF NOLE siza of CAstNo WRIGHT PER FOOT BETTING DEPTH QUANTrft 07 CEMENW

17-#" 13-3/8" 48,0# 150' 200 SX
12-1" 9-5/8" 36,0# 2000' 300 SX

7-7/8" 4-1/2" 11.6# 8000' As needed to protect all
productive zones s.

Operator proposes to drill a Mesaverde Test estimated to 8000'. Intermediate
casing will be run and cemented to protect the oil shale section of the Green River
Formation. All water flows and significant hydrocarbon shows will be regrted. The
well will be drilled according to the attached program. Adequate BOÝequipment will
be maintained at all times. If commercial production is encountered, prod ion
casing will be run and cemented adequately to protect the zones of int No
abnormal pressures or temperatures are anticipated and drilling op 1
continue for 16 days upon commencement. The ott m o e
(static) will be approximately 2000 psi.

MAR04 1991
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: It proposal is to deepen or plug back, give ÈÑ$Ñ prodnetite some and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurfaggoegg n and true vertical deptha. Give blowout

preventer progragt. If -

.rosen rm., Petroleum Eng).neer .... January 16, 1441
aTO Ne ¡ M ter p-

(This space for Federal or State oAeuse)

,,,,n, s. - - - "" s pigilig
'

MAR 1 1991
DAWETITLEAPPROVED B

CONDITIONS OF APPROVAL. Y •

NOTICEOFAPPROVA CONDITIONSOFAPPROVALATTACHEDTOOPERATOR'SCOPYQFOgo - /A 3Ÿ *Seelastreedon•On R•Y•''' d'
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depart:nent or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



CONDITIONSOF APPROVAL
FORAPŸEICKTTÖlfTÖlERSITIODRILL

Company/Operator: EPS Resources Corp.

Well Name& Number: Dirty Devil 1-8

Lease Number: U-59150

Location: SESWSec.8, T.9S., R.24E.

Surface Ownership: BLM

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to
construction of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - at least twenty-four (24) hours prior to running
Cementing casing and cementingall casing strings.

80P and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins
Notice or production resunes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use
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CONDITIONSOFAPPROVALFORNOTICETO DRILL

CompanyEPS Resources Corporation Weil No. Dirty Devil 1-8

Location SE/SW, Section 8, T9S., R24E. Lease No. U-59150

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full
complianceis madewith applicable laws, regulations (43 CFR 3100), Onshore
Oil and Gas Orders, and the approvedplan of operations. The operator is
fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed
and/or whenwell is being drilled. Contact the appropriate Surface Management
Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing
Lonesare Expected to be Encountered

Report ALLwater shows and water-bearing sands to Tim Ingwell of
this office. Copies of State of Utah form OGC-8-Xare acceptable.
If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described
by BLMat onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas showswill be
tested to determine commercialpotential.

2. Pressure Control Equipment

The BOPand related equipment shall meet the minimumrequirements
of onshore Oil and Gas Order No. 2 for equipmentand testing
requirements, procedures, etc., and individual components shall be
operable as designed.

The Vernal District Office shall be notified, at least twenty-four
(24) hours prior to initiating pressure tests, in order to have a
BLMrepresentative on location during pressure testing.

3. Casing Program and Auxiliar.y Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimumof one centralizer per
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Usable water maybe encountered fromthe surface to + 1,160 ft in the
Uinta Formation and + 1,160 - 2,100 ft in the Greei River
Formation. The Mahdiagt Oil Shale and -the L1 011 Shale have been
identified from + 2,010 - 2,140 ft and + 2,200 - 2,300 ft,
respectively. ATso, gilsonite may be eicountered in the shallow
subsurface. Therefore, as a minimum,the resources shall be
isolated and/or protected via the cementing progran by cementing
the intermediate casing to surface and by having a cement top for
the production casing at least 200 ft above the shallowest
potential productive interval.

The Vernal District Office shall be notified at least twenty-four
(24) hours prior to the running and cementing of all casing
strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. MudProgram and circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will
not be used in drilling, testing, or completion operations.

No chromate additives will be used in the muds.ystem pn Federal and
Indian lands without prior BLMapproval to ensure adequate
protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the Authorized Officer. However, DSTs may be allowed
to continue at night if the test was initiated during daylight
hours and the rate of flow is stabilized and if adequate lighting -

is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations), Packers can be released, but
tripping should not begin before daylight unless prior approval is
obtained from the Authorized Officer (AO).

A cementbond log (CBL) shall be utilized to determine the tog of
cement (TOC) for the production casing.

Whether the well is completed as a dry hole or as a producer, "Well
Coupletion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being perfonned, in accordance with
43 CFR 3164. Twocopies of all logs, core descriptions, core
analyses, well-test data, geologic summaries,sample description,
and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed
with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
A0. If operations are to be suspended, prior approval of the A0
will be obtained and notification given before resumption of
operations.

The Vernal District 0 fice shall be notified during regular work
hours (7:45 a.m. - 4:30 p.m., Monday through Friday, except
holidays), at least twenty-four (24) hours PRIOR to spudding the
well.

¯¯¯¯¯¯

Operator shall report production data to MMSpursuant to 30 CFR
216.5 using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in
accordance with the requirements of NTL-3Aor its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
rig.

The date on which production is commencedor resumed will be
construed for oil wells as the date on which liquid hydrocarbons
are first sold or shipped fram a temporary storage facility, such
as a test tank, and for which a run ticket is required to be
generated or the date on which liquid hydrocarbons are first
produced into a permanent storage facility, whichever first occurs;
and, for gas wells, as the date on which associated liquid
hydrocarbons are first sold or shipped from a temporary storage
facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is first
measured through permanent metering facilities, whichever first
occurs.

Should the well be successfully completed for production, the A0
will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written
communication, not later than five (5) days following the date on
which the well is placed on production.

Gas produced from this well may not be vented or flared beyond an
initial authorized test period of thirty (30) days or 50 MMCF
following its completion, whichever occurs first, without the prior
written approval of the AO. Should gas be vented or flared
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approval beyond the authorized test period, the operator may be
directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted
and the operator shall be required to compensatethe lessor for
that portion of the gas vented or flared without approval which is
detenmined to have been avoidably lost.

A schematic facilities diagram, as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4, shall be submitted to the appropriate
Distfict Office within thirty (30) days of installation or first
production, whichever occurs first. All site security regulations,
as specified in Onshore 011 and Gas Order No. 3, shall be adhered
to. All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed in accordancewith 43 CFR 3162.7-4.

No well abandonmentoperations will be commencedwithout the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergencysituations, oral approval will be
obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the A0 within thirt.y (30) days following
completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface
restoration. Final abandonmentwill not be approved until the
surface reclamation work required by the approved APDor approved
abandonmentnotice has been completed to the satisfaction of the A0
or his/her representative or the appropriate Surface Managing
Agency.

7. Other Infonaation

All loading lines will be placed inside the berm surrounding the
tank battery.

All off-lease storage, off-lease measurement, or commingling
onlease or off-lease will have prior written approval from the A0.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried or anchored down from
the wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on newmeter
installations and at least quarterly thereafter. The A0 will be
provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will confons with Onshore
011 & Gas Order No. 4 for liquid hydrocarbons and Onshore 011 & Gas
Order No. 5 for natural gas
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The use of materials under BLMjurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe drilling
and operating practices must be observed. All wells, *Aether
drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in
accordance with 43 CFR3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the
operating regulations at Title 43 CFR 3162.4-1(c), requires that
"not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or
allocated to a lease tite, or resumes production in the case of a
well which has been off production for more than !¾)days, the
operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."

If you fail to complywith this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000
per violation for each day such violation continues, not to exceed
a maximumof 20 days. See Section 109(c)(3) of the Federal Oil and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR3162.4-1(b)(5)(ii).

APDapproval is valid for a period of one (1) year from the
signature date. An extension period may be granted, if requested,
prior to the expiration of the original approval perfod.

In the event after-hours approvals are necessary, please contact
one of the following individuals:

Berald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAXMachine (801)
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EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous:

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service companywastes such as empty drums, drum rinsate,
vacuumtruck rinsate, sandblast media, painting wastes, spend solvents,
spilled chemicals, and waste acids.

Vacuumtruck and drum rinsate from trucks and drums, transporting or
containing nonexemptwastes.

Refinery wastes

Liquid and solid wastes generated by Crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation, and miscellaneous
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B. SURFACEUSE PROGRAM:

1. Existing Roads

All travel will be confined to existing access road rights-of-way.

Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for 011 and Gas
Exploration and Development, (1989).

2. Location of Existing and/or Proposed Facilities

All permanent (on site for six monthsor longer) structures
constructed or installed (including pumping units) will be painted
a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the Rocky Mountain
Five State Interagency Caumittee. All facilities will be painted
with-in 6 months of installation. Facilities required to comply
with 0.S.H.A. (Occupational Safety and Health Act) will be excluded.

The required paint color is Desert Brown.

If at any time the facilities located on public land and
authorized by the tenas of the lease are no longer included in
the lease (due to a contraction in the unit or other lease or
unit boundary change), BLMwill process a change in
authorization to the appropriate statute. The authorization
will be subject to appropriate rental or other financial
obligation as determined by the authorized officer.

3. Methods for Handling Waste Disposal

On BLMadministered lands:

The reserve pit shall be constructed so as not to leak, break, or
allow discharge.

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-2B, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the A0's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

4. Well Site Layout

Fencing Requirements

All pits will be fenced according to the following minimum
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a. 39-inch net wire shall be used with at least one strand of
barbed wire on top of the net wire (barbed wire is not
necessary if pipe or some type of reinforcement rod is
attached to the top of the entire fence).

b. The net wire shall be no more than 2-inches above the ground.
The barbed wire shall be 3-inches above the net wire. Total
height of the fence shall be at least 42-inches.

c. Corner posts shall be cemented and/or braced in such a manner
to keep the fence tight at all times.

d. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximumdistance between any two posts shall
be no greater than 16 feet,

e. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig moves off the
location. Pits will be fenced and maintained until clean-up.

5. Plans for Restoration of Surface

a. Producing Location

Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and Junknot required for production.

Immediately upon well completion, any h.ydrocarbons on the pit shall
be removed in accordance with 43 CFR 3162.7-1.

If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximatenatural contours. The reserve pit will be reclaimed
within ninety (90) days from the date of well completion. Before
any dirt work takes place, the reserve pit must be completely dry
and all cans, barrels, pipe, etc., will be removed.

Contact appropriate surface managementagency for required seed
mixture.

b. Dry Hole/Abandoned Location

At such time as the well is plugged and abandoned, the operator
shall submit a subsequent report of abandonmentand BLMwill attach
the appropriate surface rehabilitation conditions of
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Additional Surface Stipulations

No construction or drilling activities shall be conducted between
May 15, and June 20, because the well is within a crucial antelope
kidding



OPERATOR ) T DATE

WELL NAME

- sEc ŠEs a) COÚNTY

Å30 7 50 35 AÀLUL
API NUMBER TYPE OF LEASE

CHECK OFF:

. P T . BOND .
-

.
NEARLEST

LEASE FIELD POTASH 08
SL6Œ) - OIL SHALE

PROCESSING COMMENTS:

A99ROVAL LETTER:

SPACING: -p R615-2-3 1 -6

R615-3-2
UNIl

Rd15-3-3
CAUSE NO. & DATE

STIPULATIONS:

0318



79 statŸofUtah
DEPARTMENT OF NATURAL RESOURCES

Norinan H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen
355 West North Ternple

Executive Director 3 Triad Center. Suite 350

Dianne R Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

May 29, 1991

Valley Operating, Inc.
745 Gilpin Street
Denver, Colorado 80218-3633

Gentlemen:

Re: Dirty Devil Feder_al 1-8 Well, 821 feet from the South lines2282 feet from the West
line, SE SW, Section 8, Township 9 South, Range 24 East, Uintah County, Utah

Approval to drill the referenced well is hereby granted in accordance with Utah
Code Ann. Section 40-6-18, et seq. (1953, as amended), and Utah Admin. R.615-2-3,
subject to the following stipulation:

1. Prior to commencement of drilling, receipt by the Division of evidence
providing assurance of an adequate and approved supply of water as
required by Utah Code Ann. Section 73-3, Appropriation.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after drilling operations commence.

2. Submittal of Entity Action Form 6, within five working days following spudding
and whenever a change in operations or interests necessitates an entity
status change.

3. Submittal of the Repod of Water Encountered During Drilling, Form 7.

4. Prompt notification in the event it is necessary to plug and abandon the well.
Notify R. J. Firth, Associate Director, (Office) (801) 538-5340, (Home)
571-6068, or J. L. Thompson, Lead Inspector, (Home) 298-93\8.

5. Compliance with the requirements of Utah Admin. R.615-3-20, Gas Flaring or
Venting.

an equal opportutiity
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Page 2
Valley Operating
Dirty Devil Federal 1-8
May 29, 1991

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of Drinking Water/Sanitation, telephone (80\) 538-6159.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is undenNay or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-32035.

Sincerely,

R, . h
Associate Director, Oil & Gas

tas
Enclosures t
cc: Bureau of Land Management

J. L. Thompson



Bureau of Land Managemer
Bra-nchof Fluid Minerals (U-922)

324 South State Street
Mit Lake City, Utah 84111-2303

March 28, 1991

Valley Operating, Inc.
745 Gilpin Street
Denver, Colorado 80218

RE: Dirty Devil Unit
Uintah County, Utah

Gentlemen:

We received an indenture dated March 8, 1991, whereby EPS Resources Corporation
resigned as operator and Valley Operating, Inc. was designated as operator for
the Dirty Devil Unit, Uintah County, Utah.

This indenture was executed by all required parties. The signatory parties have
complied with section 6 of the unit agreement. The instrument is hereby accepted
effective as of March 28, 1991. Please advise all interested parties of the
change in unit operator.

Pursuant to regulations issued and effective June 17, 1988, all operations within
the Dirty Devil Unit will be covered by your statewide (Utah) oil and gas bond
No. 0832.

Sincerely,

Orig. Sgd: J.A. Fonts

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure

bcc:, District Manager - Vernal (wjenclosure)
\Division of Oil, Gas A Mining----

Division of Lands and Mineral operations U-942
File - Dirty Devil Unit (wjenclosure)
MMS - Reference Data Branch
Agr. Sec. Chron DMSIONOF

U-922:TAThompson:tt:03-28-91



DIVISIONOFOIL,GASANDMINING
.

· SPÜDDINGÏNFN%TI0N g.sh -

34335¯

VALLEY OPERATTNG

gi DIRTY DEVIL FEDERAL #1-8

SECTIONSESW 8 TOWNSHIP9s ŸANGE 245 ÛDUNT( UIWTAE .

I)RILLINGfŒfRACTORLEON ROSS

RIG#
SPUDED:DATE8-14-91 ·

IIME 2:00 p.m. ..

W RATHOLE

DRILLINGWILLCOMMENCF 1 week .-

REPORTEDBY DOUGPITENGAL

T .n
823-6135

ELEPHONEtt

ng¯ a-is-91 SI6NED



STAff Of UTAH
PIYTSIONOF QiL GAS AÑ4NINING OPERATOR VAL1]EY,0PETULIING, INC• OPERATORACCT. NO. N 8270

ENTITY ACTION FORM- FORN 6 ADDREss 245 GILEIN STREET

DENVERy 00 ,
80218-3633

(303) 355-3242

ACTION CURRENT NEW API NUMBER WELLNAME WFit 10CATTON SPUD EFFECTIVE
CODE ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

B 99999 06200 43-047-32035 DIRTY DEVIL FED 1-8 SESW 8 9S 24E UINTAH 8-14-91

WELLl COMMENTS: F Â-

WELL2 COMMENTS:

WELL3 COMMENTS:

WELL4 CDMMENTS:

NELL 5 COMMENTS:

ACTION CODES(See instructions on back of form)
A - Establish new entity for new well (single well only) L. RC dBRO (DOGM)
B - Add new well to existing entity (group or unit well) Signature
C - Re-assign well from one existing entity to another existing entity ArefIN. Abud YST 11-26-91D - Re-assign well from one existing entity to a new entity
E - Other (explain in comments section) Title Date

NOTE: Use CONHENTsection to explain why each Action Code was selected. Phone No. ( )



Pa Stat of Utah A
DEPARTMENT OF NATURAL RESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen
355 West North Temple

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

February 11, 1993

Valley Operating, Inc.
745 GilpinStreet
Denver, Colorado 80218-3633

Gentlemen:

Re: Well Completion Report - DirtyDevil Federal 1-8 Well, Sec. 8, T. 9S, R. 24E, Uintah
County,Utah, API No. 43-047-32035

Utah Admin. R649-3-21, the Utah Oil and Gas Conservation General Rules, requires that
within30 days after the completionof any welldrilled or redrilled for the production of oil
or gas, Well Completion or Recompletion Report and Log, Form 8, and copies of the
electric and radioactivity logs, if run, shall be filed with the division. Utah Admin. R649-8-9
adds that Form 8 and accompanying logs shall be submitted within 30 days after
recompletinga well or plugging a newlydrilled well.

Our records indicate that the Well Completion Report for the referenced wellhas not been
received. Enclosed is a copy of Form 8 for your use in promptly submitting this report.
Ifyou have questions regarding the completion of the form, please feel free to call Debra
Eatchel at the above number.

Don Staley
Administrative Manager
Oiland Gas

Idc
Enclosure
cc: R.J. Firth

D.M. Eatchel
Well file

WOI1

an equal opportunity



rorm3tas UNITED STATES FORMAPPROVED
(11ecember 19N91 Budget Bureau No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires: September 30, 1990

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-59150
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, AHonee or Tribe Name

Do not use this forrn for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICATE
7. It unitor cA, Agreement Designation

1. Type of Well Dirty Devil Unit
OW

11 W 11 O -, 8. Well Name and No.

2. Name of Operator FO fl O T' il 1 |Ê:Î - Ñ
. • 9. API Wel! No.Valley Operating, Inc.

3. Address and Telephone No. O4 3 - Og7 - gg ge
745 Glipin Street Denver , Colorado 80218 16 Field and Pool, or Exploralory Area

4, Location of Well (Fourage, Soc.;T., R., M., or SurveyDescription) ggggggg
11. County or Parish. State

SESW Sec. 8 T9S R24E
Uinta Co, Utah

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plus

O a......,s.. O New Contru tion

Subsequent Repon Plugging Back Non-Routine Fracturing

Casîng Repair Water Shut-Off

Final Abandonment Notice Altering Cuing Covenin m Injection

O Other
(Note: Report results of multipic completion on Well Completion or
RecompletionReport and ing form.)

13. Descnbe Proposed or Completed Operations (Cicarly state a 1 pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directîonally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinentto this work.)*

anos AUG2 4 1993
See Final Report Attached E.S.

14. 1 hereby fo and c

Title Date

(This space for Fede o )
Approved by Title Date
Conditions of a r . y,

CONDITIONSOF APPROVAL ATTACHED

Ti:!± 18 C 5,C. 3ection 1001. makes it a crime for any person knowingly and willfully to make to any department or agency of the Uni.WM:<-aa,rass.dcÑidusiifraudulent statcments

or reoresentations as to any matter within its iurisdiction.

*See Instruction on Reverse



TO Name, ofWeesymbol, roorn number initials Date

3.

4.

5.
Action File Note and Return
Approval For Clearance Per Conversation
As Requested For Correction Prepare Reply
Dirculate For Your Information See Me
Somment investigate Signature
Coordination Justify

REMARKS

AUG2 4 1993

DIVISIONOF
IL,GAS&MINIW'

DO NOT use this form as a RECORD of approvals, concurrences, disposals,
clearances, and similar actions

symbo

Roo'm

No. - d

sost-toa - OPriONAL FORM41 (Rev. 7-76)
Prescribed by GSA

* U S. GPO: 1990 - 282-080 FPMR(41 CFlU



Federal 1-8

Dirty Devil Unit
Uinto County, Utah

Aug 1 1991 Leon Ross Construction spudded 12 1/4" surface hole et
14:00 hrs. Drilled to 260', ran 6 Jts 8 5/8" 24# K-55 ST&C to 255',
cemented with 175 ex (206 cu ft) Class "G" containing 34 CaCl and
1/4#/sx flocele mixed at 15.6 ppg. Circulated 60 ex (71 cu ft)of
cement to surface. Sumped plug with 1700 psig at 12:30 pm on Aug 16,
1991.

Aug 22,_1991 Move in rig up Chandler Rig #7; nipple up BNx3000#

double hydraulic BOP,s choke manifold and rotating heady test 80P's,
choke manifold and 8 5/8" surface casing to 2000# for 30 min using
fresh water. Drill 7 7/8" hole to 368'.

gug gia_1ÊÊ1 Drill with air mist to 1286'/ Encountered gas at 520'
(25' fleir initially decreased to connection gas); water flow at
1080'.

622.l§a.1991 Drill to 2070' using aerated water.

$¾G.Six 1221 Drill to 3045' using water and aerated water.

ER_gle 1221 Drill to TD of 3137' at 9:30 AM; ran FDC-CNL log from
wireline of 3132' to 1450' and from 700' to 400'; ran DIL log from
TD to surface; ran caliper log from TD to 8 5/8" casing shoe.

$22-.2Êx__1991__to gyg__g04__1221 Plan to plug back to complete in
Uinta. Plugging orders per BLM:

A. Spot 175 sx (206 gu ft) Class "G" cement plug containing 24
CaC1 and 1/4# per ex flocele from 2500' to 1950'.

8. Spot 125 sx (147 cu ft) Class "G" cement plug containing 3%
CaCl and 1/4# per ex flocele from 1520' to 1262'.

C. Spot 200 sx (236 cu ft) Class "G" cement plug containing 34
CaCl and 1/4# per sx flocele from 1000'.

Stuck 4" Drill Pipe; unable to pull free. Tag cement top inside
drill pipe at 471'. Secure well with 10"x 3000# BOP's and 4" TIW
valve. Move out rotary tools.

Seg 29,_1221 Drill out of 4" 14# drill pipe from 403' RKB to 775'
RKB. Free point log indicated dril1 pipe 100% stuck at 565', 504
stuck at 558' and free at 534'. Backed off drill pipe at 528'
pulled and laid down same. Cement as follows: Spot 190sx (224 cu
ft) Class "G" cement plug containing 2% CaC1 from 515' to surface.

92t-15x-1221 Cut off 8 5/8" casing 3' below ground levei, top off
casing with cement, install dry hole marker. Fence front side of
reserve pit; P&A



Well No. 1-8
Lease No. U-59150

SUBSEQUENTREPORT OF ABANDONMENT
CONDITIONS OF APPROVAL

1. The required seed mixture on the Dirty Devil 1-8 will be:

Seed Lbg. per Acre

Çrested wheatarass var. Hygreat 6

Yellow aweetolover 1

Fourwing Saltbrush 5

Total los Per acre 12

-If the seed is broadcast, the mixture will be double the lbs.
per acre, and a harrow or some other implement will be dragged
over the seeded area to assure seed coverage. -

All seeding will be done from september 15 until the ground
freezes. If you would like to seed in the spring, an
inspection will have to made of the site prior to seeding to
determine if the conditions are right.
-If the seeding is unsuccessful, reseeding may be required.

2. The reclamation plan outlined in the approved APD will be
adhered to. Valley Operating, Inc. will notify the Bureau of Land
Management 7 days prior to beginning surface rehabilitation
operations to discuss seeding methodology and to allow us time to
schedule a field examination, if necessary.

3. You or your authorized representative should inspect the
abandoned location prior to notification to this office by Form
3160-5 that the location is ready for final inspection, and note
especially that:

A. The regulation dry-hole marker bears the correct
information as required.
B. The rathole and mousehole are filled, not just bridged,
and pits are filled and leveled.
C. All material and junk are gone. This includes deadmen
protruding above ground.
D. Reseeding or other required rehabilitation work has been



O O
O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Tried Conter, Suite 350

Ted Stewart Salt Lake City. Utah 84180-1203

Executive Director 801-538-5340

cames W. Carter 801-359.3940 (Fax)

Divislori Director 801-538-5319 (TDD)

September 9, 1993

CERTIFIED RETURN RECEIPT REQUESTED
P 074 975 314

Valley Operating, Inc.
745 Gilpin Street
Denver, Colorado 80218

Re: Dirty Devil Unit #1-8 Well, Section 8, Township 9 South, Ranqe 24 East, Uintah
County, Utah

Gentlemen:

By letter dated February 11, 1993, the Division of Oil,Gas and Mining ("Division")
advised Valley Operating, Inc. ("Valley")of its non-compliance regarding the filingof a Well
Completion Report for the referenced well. A recent records review indicates that Valley
has failed to furnish the Division the required Well Completion Report.

Enclosed is a copy of Form 8, Well Completion or Recompletion Report and Log,
for your use in promptly filing this report. The Division should receive this report within
5 working days after receipt of this letter by Valley. In the event Valley fails to comply with
this request, the Division willimmediately recommend to the Board of Oil, Gas and Mining
("Board") that Valley be issued an Order to Show Cause and be required to appear
before the Board at its next regularly scheduled hearing.

Si erely,

R.
Associate Director

Idc
Enclosure
cc: Don T. Staley

Debra M. Eatchel
Well file



0 6
FORM8

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING 5. Luss otaldMAT1 0 558348. Wo.

U-59150

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG
t TOL OF WALL.

o'.... O °^."..= O ... O om,
aTyrsorcourt.rrioN: Dirby Devil Unit

.'.. O .'.°.'" O '.,""O :J.' O :'a.. O om., a ---- •• 6 -=

z. .... or ersnaron Federal
Valley Operating Inc. * *='·'· "*

1. anoassa or or=nre. 1-8
745 Gilpin Street, Denver, CO 80218 2o.rs.......rons.,aswn..ear

4. Locarson or usLL thepert locaties cieerly and is accordance wi:A eng State reenderments) BOR ROZa
At surface 11. szc.. T.. a., M., as aLocx aWO 80arzt

821' FSL 2282' FWL SESW Sec 8 T9S, R24E omassa

At top prod. tacerwal reported below Section 8
At total desa T9S - R24E

Same :4. 4,2 ... mars s..... 12. coonvr 12. .242.

4304732035 Uggg Utah
IS. BATE stumomo 16. DATE T.D. REACMao 17. DATE CONFL. (Ready se preg.) 18. Ex.svaTrossa (Dr. Esa, i T, en, swe.) 19. ELET. Castaessas

to.ta-At -

8-22-91 8-26-91 P&A '•••AU GR 5098
24. SurAL marts. Ma a Tvm 11. Paus BACK T.a. ma a Tve 22. tr MULTIPLE COMPL. 23- INTsavaLa aoTAst 1005.8 CasLB TOOLE

3137 Chandler 2
24. Paeouctus zaTsswaL(a). OP Tass COMPLSTsou-TOP. soTrom, WAME (ma amo Tyn) 25, WAa osasCTIONAL

austaf NADE

Plugged and Abandoned NO
26. TTPS ELECradC Ana Otxta Loca aaN O

As•Et.4.conto vasQ g¢tes-.a...4,4'as
CND-DIL /0-/ DatRmuTEST TE50NDgfiseremnesosadri

23- CASING RECORD (Report att stringa set in neeft)

CAssac asas watexT. La./rT. ocrTa smT (Mol MoLE sitz CcutsTING ascono ameuxT PULLan

175SX

25 1.INER RECORD 30. TUBING RECOR

asza Tor (Mo) aortou (un) sacza crunny acacas tun) srsz aarts acT (Mo) Facxts acT (wo)

UI 181ÖNOFUIL: AS A MININOŠl. Psaromatros ascoas (Anserved,este end neweber) 22. AC10. SHOT. FRACTURE. CE3tENT SQUSEZE. ETC.

DEFTE INTERTAt. (MD) AMOUWT AND EIND OF MATERIAL USED

None - Mell Plugged

33. PRODilCTION
para riant PsooucriaW PaonucTton ustaan (Ëlowïng,esa lift, ‡usepeng-esse sad type of pump) wat.t. araTua (Prodseing or

aAut-ing

BATE OF TS3T 80943 TESTED CHOEX IEEE FROD N. TOR 01 48L GAS,-MCF. WATER--SSL CAS-OiL RATIO
TE3T PERTOD

riaW. TUzzNG PREUs. CasiWG Fasasifat (ALCULATED OIL-88L. Gag-Mcr. WATsa--asi.- OiL GRAftTT•aPT (Coma.)
24•-OCK BATE

34. DisFostTtoN or Gas (Sold, used for fugi, tenr¢d, ric,) TSat wtTasammo at

33. LlaT OF ATTACENCET3

36. I bereby cert the to o and attached informatton is complete and correct as determined from all avallante records

stGNED e TITt.E Vi CP PT es i rimnE Dars9/74/93

See Spaces f.« Additional Data on Reverse Side
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Valley Operating, Inc.
745 Gilpin Street

Office: (303) 355-3242 Fax: (303) 377-9798 Denver, Colorado 80218-3633

0CÏ 1 1993

DIVISIONOFOIL,GAS&MINING
September 24, 1993

Re: Well Completion Report
Federal #1-8
Sec 8, T9S, R24E
Uintah County, Utah

State of Utah
Department of Natural Resources
Division of Oil and Gas
355 West North Temple
Suite #350
Salt Lake City, Utah 84180-1203

Please find a Well Completion Report with logs.
This well was plugged and abandoned in accordance with the rules of
the Division of Oil and Gas.

Ver ul urs

F. Lee Robinson
Vice



P 0 4 975 314
RECE1PT FOR CERTIFIED MAIL

NO.NStjRANCECOVEAAGEPROVIDED
NOT FORINTERNATIONALMALL

(See Reverse)
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UNITEDSTATES #OSTAL SERVICE

OFFICIALBUSINESS I i i I i I

SENDER INSTRUCTIONS
Print your name, addrest and ZIP Code
in the specè below.
• Coenpleteiteins 1, 2, 8, and 4 on the

reverse.
• Attach to front of article if space

permits, otherwise affix to back of
article. PENALTY FOR PRIVATE

• Endorse article "Return Reoelpt USE, 4300
Requested" a¢¡noent to number.

RETURN Print Sender's name, address, and ZIP Code in the space below.
TO

TURALRESOURCES

3 TRIADCENTER, SUITE



g gg: Complete itema 1 and 2 when additional services are desired, and complete Itemsmãñi"
1. Show to whom delivered, date and addresse drese. 2. O Restricted Delivery

Always obtair signature of addressee

Signatu
a o E Ed

ry

8. Signature -

7. Date of Delivety

a Foun 3811, Mar. 1988 * U.S.G.P.O.1988-212-885 DOMESTICRETURN
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